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. PRIOR TO CASTING CURB INLET STRUCTURE, THE

CONTRACTOR SHALL MAKE ALL NECESSARY FIELD
MEASUREMENTS TO VERIFY THE LOCATION, INVERT, AND PIPE
SIZES.

. SEE DRAINAGE DETAIL SHEET XX FOR CURB INLET DETAL.
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CONSTRUCT NEW PERIMETER ROAD AND
PERIMETER FENCE - PROJECT 3

NOTES:

LOCATION OF EXISTING STORM SEWER STRUCTURES ARE
SHOWN AS APPROXIMATE. CONTRACTOR SHALL FIELD

VERIFY ALL LOCATIONS, STRUCTURES, SIZES, AND
ORIENTATION PRIOR TO CASTING ANY STRUCTURES.

AFTER REMOVING EACH OF THE EXISTING END SECTIONS,
NEW PIPE SHALL BE EXTENDED FROM EACH END UNTIL
INTERSECTING AT EACH RESPECTIVE NEW 9' MANHOLE. NEW
PIPE SHALL THEN BE RAN TO CONNECT THE TWO NEW
MANHOLES AS INDICATED. ACTUAL LOCATION OF MANHOLE
MAY DIFFER FROM THE LOCATION SHOWN IN THE PLANS.
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